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BESL3 SERIES 120VAC DIRECT PLUG-IN SCREWDRIVERS

• Clean, brushless motor technology
• Dependable, long lifespan
• Outperforms brush-type drivers
• Plugs directly into 115VAC receptacle
• Input 110–120VAC, 50/60Hz, 48W
• Integral 3m power cord w/ US plug
• Lever or push start models available
• Right angle versions available

Right Angle 
Model Number Start Type

Torque Range
Speed (rpm) Length 

in / mm
Diameter 
in / mm

Weight 
lbs / gin-lbs Nm

BESL300-RA

Lever

1.06–8.35 0.12–0.94 1200

11.4 / 290 1.4 / 36 1.6 / 720
BESL300F-RA 1.06–8.35 0.12–0.94 2000
BESL301-RA 2.77–15.30 0.31–1.73 1200
BESL301F-RA 2.06–11.82 0.23–1.34 2000
BESL302LT-RA 3.0–15.2 0.34–1.71 1000

13.3 / 337 1.5 / 38 2.2 / 990BESL302FLT-RA 3.0–15.2 0.34–1.71 2000
BESL302-RA 12.2–30.4 1.37–3.43 1000

Model Number Start Type
Torque Range Speed

(rpm)
Length 
in / mm

Diameter 
in / mm

Weight 
lbs / gin-lbs Nm

BESL300 Lever 1.33–10.44 0.15–1.18 1200

9.6 / 245 1.4 / 36 1.0 / 470

BESL300P Push 1.77–10.44 0.2–1.18 1200
BESL300F Lever 1.33–10.44 0.15–1.18 2000
BESL300PF Push 1.77–10.44 0.2–1.18 2000
BESL301 Lever 3.47–19.12 0.39–2.16 1200
BESL301P Push 3.47–19.12 0.39–2.16 1200
BESL301F Lever 2.57–14.78 0.29–1.67 2000
BESL301PF Push 2.57–14.78 0.29–1.67 2000
BESL302LT Lever 4.34–21.7 0.49–2.45 1000

11.0 / 280 1.5 / 38 1.6 / 740

BESL302PLT Push 4.34–21.7 0.49–2.45 1000
BESL302FLT Lever 4.34–21.7 0.49–2.45 2000
BESL302PFLT Push 4.34–21.7 0.49–2.45 2000
BESL302 Lever 17.4–43.4 1.96–4.9 1000
BESL302P Push 17.4–43.4 1.96–4.9 1000

Tool Includes

SUSPENSION BAIL  1/4” HEX BITS:  
BESL300–301: PH#1 , #2
BESL302: PH#2 (x2)

TORQUE LOCK SLEEVE 

1.
33

–4
3.

4 i
n-

lb
s (

0.
15

–4
.9

 N
m

)
Tel: 1 800 563 1293 info@applifast.com applifast.com

tel:18005631293


21

Push buttons and LED display for setting slow 
start parameters. Indicator lights show status 
of input / output signals.

SLOW START PARAMETERS
• Slow Start Time (0–9.9s)
• Slow Start Speed (~30–100%)
• Max Run Time (0–9.9s)

INPUTS (dry switch contact required)
• Remote Start
• Remote Reverse
• Remote Enable/Disable

OUTPUTS (MOS relay, max. 40VDC, 250mA)
• Tool Started/Running
• Clutch Tripped
• Tool in Reverse

ECT8-SSO Module plugs in-line between a 
CESL8/9 Series Driver and a standard 32V or 
40VDC Hi/Lo Speed Controller.

A 3m long shielded tool cable is included with 
each ECT8-SSOA/B module to use in place of 
the standard unshielded cable included with 
the driver.

Bypass switch to disable control functionality DIP switch settings control specific I/O 
functions

Model Number Use with Screwdriver Models Compatible Controllers Dimensions (L x W x H) Weight
ECT8-SSOA (32V Tools) CESL810–812, 823–827(P/F/PF) BECT620N, BECT820N

103 x 100 x 32 mm /
4.1 x 3.9 x1.3” 180 g / 0.4 lbs

ECT8-SSOB (40V Tools) CESL828–829(P)(F), CESP(T)835–865,
CESLT835–875(P)M, CESLT935–955(P)(F) BECT640NHL, BECT940(N)HL

ECT8-SSO SLOW START & I/O MODULE

ECT8-SSOA / ECT8-SSOB Advanced Multi-Function Input/Output Modules
Delta Regis ECT8-SSO Series Control Modules are ideal for processes that require more functionality than is provided by the standard 
hi/lo speed controller. The module installs in-line between the controller and the driver. It has a whip cable which plugs into the 
controller, and a 6 pin connector to accept the screwdriver cable. An LED display and programming buttons are provided for set-up 
of slow start parameters. I/O connections are available for interfacing to external equipment.

ECT8-SSOC / ECT8-SSOD Basic Modules with Slow Start & Output Signals
Basic modules are available for applications requiring only slow start and/or output signals that can be interfaced with external 
equipment. The slow start function offers the same adjustments as the advanced module shown above. The output signals (tool 
running/clutch activated/tool in reverse) are via dry relay contacts (40VDC, 250mA max).

Model Number Use with Screwdriver Models Compatible Controllers
ECT8-SSOC (32V Tools) CESL810–812, 823–827(P/F/PF) BECT620N, BECT820N
ECT8-SSOD (40V Tools) CESL828–829(P/F/PF), CESP(T)835-865, CESLT835–875(P)M, CESLT9 BECT640NHL, BECT940(N)HL

Tel: 1 800 563 1293 info@applifast.com applifast.com
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SCREW FEEDERS FOR MANUAL PICKUP

• Improve productivity — screw dispensed for easy pick-up

• Magnetic pick-up of ferrous screws

• Precise vibration control allows feeding of many different screw types and sizes

• Adjustable drum rotation timer, vibration timer, and vibration intensity

• Individual driver motors for vibration and feeding

• Auto shut-off of vibration/feed when not in use

• Quiet operation

• Simple service and set-up

• Great value — very cost effective way to increase productivity

• Small size — does not clutter work space

• Includes AC adapter, set-up tools and shims

DRFF-200
DRFF-500

DRFF-520

Model Dimensions
(L x W x H)

Weight
(w/o adapter) Power Source AC Adapter Applicable Screw Max Screw 

Thread Length

DRFF-520 182 x 126 x 147 mm 2.49kg / 5.5lbs 100–240VAC 15VDC M1.0–M5.0
(Adjustable) 19 mm

DRFF-500* 182 x 124 x 150 mm 3.1kg /
6.8lbs

100–240VAC 12VDC

M1.2 / M1.4 / M1.7 / M2.0 / 
M2.3 / M2.6 / M3.0 / M3.5 / 

M4.0 / M5.0
(Specify size when ordering)

12 mm

DRFF-200* 160 x 82 x 112 mm 1.53kg / 3.3lbs
M0.8 / M1.0 / M1.2 / M1.4 / 

M1.7 / M2.0
(Specify size when ordering)

5 mm

*To order, add screw size to model number as a suffix (eg.— for a DRFF-500 with M1.4 screws specify ‘DRFF-500-1.4‘)

Tel: 1 800 563 1293 info@applifast.com applifast.com

tel:18005631293
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SCREW FEEDERS FOR VACUUM PICKUP & AUTOMATION

• Ideal for robotic applications — magnetic or vacuum pick-up

• Signal output when screw is ready for pick-up/PLC counting

• Brushless driver motors for vibration and feeding

• Quiet operation

• Simple service and set-up

• Integrated screw counter with LED displays for assembly process feedback

• Small size — does not clutter work space

• Includes AC adapter, set-up tools and shims

• DRFF-200R and 500R cover most applications, 300R is available for longer screws
DRFF-300R

DRFF-200R

Model* Dimensions
(L x W x H)

Weight
(w/o adapter) Power Source AC Adapter Applicable Screw

(Specify size when ordering)
Max Screw 

Thread Length

DRFF-200R 160 x 82 x 112 mm 1.46kg / 3.2lbs

100–240VAC 12VDC

M0.8 / M1.0 / M1.2 / M1.4 / 
M1.7 / M2.0 5 mm

DRFF-500R 182 x 124 x 150 mm 3.1kg /
6.8lbs

M1.2 / M1.4 / M1.7 / M2.0 / 
M2.3 / M2.6 / M3.0 / M3.5 / 

M4.0 / M5.0
12 mm

DRFF-300R 182 x 124 x 146 mm 3.0kg /
6.6lbs

M0.8 / M1.0 / M1.2 / M1.4 / 
M1.7 / M2.0 / M2.3 / M2.6 / 

M3.0
15 mm

*To order, add screw size to the model number as a suffix (eg.— for a DRFF-200R with M1.4 screws specify ‘DRFF-200R-1.4‘)

DRFF-500R

Tel: 1 800 563 1293 info@applifast.com applifast.com
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DRTQ TOUCH-SCREEN TORQUE TESTER

Specifications
Models (max torque) 10 in-lbs, 25 in-lbs, 100 in-lbs,

250 in-lbs, 100 ft-lbs

Accuracy ± 0.5% of reading @ 20–100% full scale
±1% of reading @ 10–20% full scale

Maximum Overload 150% of full scale 

Battery 3.7V Li-ion, 4400mAH
8 hrs continuous runtime

AC Adapter / Charger Input: 100–240 VAC, 50/60 Hz
Output: 5 VDC, center positive

Dimensions
(L x W x H)

229 x 102 x 80 mm
9 x 4 x 3.13 in

Weight 2.7 kg / 6 lbs
Included with each 
tester

AC Adapter, Carrying Case, User Manual, 
Calibration Certificate, Rundown Joint*

*Rundown joint is not included with DRTQ-100-f, sold separately

• CE Compliant
• Full color LCD touch screen
• Processes statistical calculations: CP, CPK, Sigma
• On screen statistics: Torque calculator and graphing

for performance analysis
• Export data directly to an SD card
• Automatic screen rotation (level sensor flips screen

between vertical and horizontal mode)
• ‘Quick Run’ mode provides the ability to quickly

audit and verify a tool
• ‘Measure Mode’ allows users to establish acceptable

tolerances — eight configurable torque test profiles
available

• Eight available measurement units: in-oz, in-lbs,
ft-lbs, Nm, cNm, Kgf Cm, Gf Cm, Kgf m

• Li-ion technology provides extended battery life
• Battery saving features: Sleep Mode, Back Light

Timer, Automatic Shutdown
• Peak mode: For use with manual, electric, pneumatic,

and cordless torque controlled tools (not for use with
impact tools)

• Track Mode: For use with dial or electronic torque
wrenches

• Advanced user programmable options: Auto Clear,
Date/Time, Peak Time, Screen Brightness

• 2 year warranty
• Made in North America

Tel: 1 800 563 1293 info@applifast.com applifast.com

tel:18005631293
mailto:info@applifast.com
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DRTQ TOUCH-SCREEN TORQUE TESTER

DRTQ Accessories
Part Number Description 

DRTQ-MOUNT-HT Reaction collar for bench mounting
DRTQ-RDA-1/4* 1/4” sq.dr. joint simulator
DRTQ-RDA-3/8 3/8” sq.dr. joint simulator (250 in-lbs / 28 Nm max)
DRTQ-RDA-1/2-100NM 1/2” sq.dr. joint simulator (74 ft-lbs / 100 Nm max)
DRTQ-ELEC3050 AC Adapter, 100–240VAC input / 5VDC output USB
*Add ‘-10i’, ‘-25i’, or ‘-100i’ to end of model number to specify hardness of joint (as configured
by default)

DRTQ-MOUNT-HT
Bench Mounted Reaction Collar
(Acccepts all DRTQ Models)

DRTQ Torque Tester Models
Model Number Torque Range Input Drive (female)

DRTQ-160-z 16.00–160.00 in-oz 0.11–1.13 Nm 1/4” square
DRTQ-10-i 1.00–10.00 in-lbs 0.11–1.13 Nm 1/4” square
DRTQ-25-i 2.50–25.00 in-lbs 0.28–2.82 Nm 1/4” square
DRTQ-100-i 10.00–100.00 in-lbs 1.13–11.30 Nm 1/4” square
DRTQ-250-i 25.00–250.00 in-lbs 2.82–28.25 Nm 3/8” square
DRTQ-100-f 10.00–100.00 ft-lbs 13.56–135.58 Nm 1/2” square

Tel: 1 800 563 1293 info@applifast.com applifast.com
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SCREWDRIVER BITS & BIT HOLDERS

Vacuum Pump (Pneumatic)
The DR80-VACPUMP acts as a vacuum source for the VACPU 
assembly.  The vacuum generator operates on a compressed 
air supply and includes an ON/OFF slide valve and a pressure 
regulator to adjust the vacuum flow. 2.5m (8 ft) of 6mm OD tubing 
is included to connect the VACPUMP to the fitting on the vacuum 
pickup attachment.

Air Supply requirements: 1 SCFM, 45-90 psig, 1/4” npt inlet port

Driver Bits & Bit Holders
Delta Regis offers a comprehensive selection of Screwdriver Bits, Nutsetters, and Bit Holders. Due to the extensive range of product, 
we have chosen to maintain an updated PDF list of available accessory bits on our website.

We offer bits in standard 1/4” hex drive for screws with Phillips, Slot, Torx, Square and Socket heads. A limited selection of bits 
with 4mm and 5mm round shank (winged) drive are also available. Magnetic and non-magnetic Nutsetters and Bit Holders of 
various lengths and configurations are available to suit specific application requirements. Minimum purchase quantities may apply, 
depending on the item.

Please give us a call or send us an e-mail if you require an accessory item that you don’t see listed on our website or in our catalog. 
We’ll be glad to try and assist you in getting the proper accessory to use with your Delta Regis screwdriver.

Cat# DRUS0120
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