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Apex Tool Group, LLC
1000 Lufkin Road
apex, Nc 27539
Phone: 919-387-0099
fax: 919-387-2614
www.dotco-tools.com

Power Tools Sales & Service Centers
Please note that all locations may not service all products. Please contact the nearest apex tool group Sales & Service center for the
appropriate facility to handle your service requirements.

D A L L A S , T E x A S

Apex Tool Group
Sales & Service Center
1470 Post & Paddock
grand Prairie, tX 75050
tel: (972) 641 9563
fax: (972) 641 9674

D E T R O I T , M I C h I G A n

Apex Tool Group
Sales & Service Center
2630 Superior court
auburn hills, Mi 48326
tel: (248) 391 3700
fax: (248) 391 7824

h O u S T O n , T E x A S

Apex Tool Group
Sales & Service Center
6550 west Sam houston
Parkway North, Suite 200
houston, tX 77041
tel: (713) 849 2364
fax: (713) 849 2047

S E A T T L E , W A S h I n G T O n

Apex Tool Group
Sales & Service Center
2865 152nd ave N.E.
Redmond, wa 98052
tel: (425) 497 0476
fax: (425) 497 0496

L E x I n G T O n , S C

Apex Tool Group
670 industrial Drive
Lexington, Sc 29072
tel: (800) 845 5629
tel: (803) 951 7544
fax: (803) 358 7681

L O S A n G E L E S , C A L I f O R n I A

Apex Tool Group
Sales & Service Center
15503 blackburn avenue 
Norwalk, ca 90650
tel: (562) 623 4457
fax: (562) 802 1718

Y O R k , P E n n S Y L V A n I A

Apex Tool Group
Sales & Service Center
York Service center 
3990 E. Market Street
York, Pa 17402
tel: (717) 755 2933
fax: (717) 757 5063

B R A z I L

cooper tools industrial Ltda.
an apex tool group, LLc company
av. Liberdade, 4055
Zona industrial - iporanga
18087-170 Sorocaba
SP brazil
tel: +55 15 2383929
fax: +55 15 2383260

C A n A D A

Apex Tool Group
Sales & Service Center
5925 McLaughlin Road
Mississauga, ont. L5R 1b8 
canada
tel: (905) 501 4785
fax: (905) 501 4786

C h I n A

cooper (china) co., Ltd.
an apex tool group, LLc company
955 Sheng Li Road,
heqing Pudong, Shanghai
china 201201
tel: +86 21 28994176
fax: +86 21 51118446

E n G L A n D

cooper Power tools 
gmbh & co. ohg
an apex tool group, LLc company
c/o Spline gauges
Piccadilly, tamworth,
Staffordshire b78 2ER 
united Kingdom
tel: +44 1827 8741 28
fax: +44 1827 8741 28

f R A n C E

cooper Power tools SaS 
an apex tool group, LLc company
25 rue Maurice chevalier
77330 ozoir-La-ferrière
france
tel: +33 1 6443 2200
fax: +33 1 6443 1717

G E R M A n Y

cooper Power tools 
gmbh & co. ohg
an apex tool group, LLc company
industriestraße 1
73463 westhausen
germany
tel: +49 (0) 73 63 81 0
fax: +49 (0) 73 63 81 222

h u n G A R Y

cooper tools hungaria Kft.
an apex tool group, LLc company
berkenyefa sor 7
Pf: 640 
9027 györ
hungary
tel: +36 96 66 1383
fax: +36 96 66 1135

M E x I C O

cooper tools
de México S.a. de c.V.
an apex tool group, LLc company
Vialidad El Pueblito #103
Parque industrial Querétaro
Querétaro, QRo 76220
Mexico
tel: +52 (442) 211 3800
fax: +52 (442) 103 0443

www.apextoolgroup.com

www.apextoolgroup.eu

Material Removal Tools

Tel: 1 800 563 1293 info@applifast.com applifast.com

























































































43WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

Model Number
Free Speed Stall Torque Chuck Capacity* Length Weight

rpm ft. lbs. Nm in. mm in. mm lbs. kg

1.0 hp (0.67 kW) – Non-reversible
 15DP-1.6B-53 160 160† 217† 1/2 13 9 3/4 248 6 2.7
 15DP-4B-53 400 44† 60.0† 1/2 13 8 1/2 216 5 1/2 2.5
 15DP-8B-53 800 22 30.0 1/2 13 8 1/2 216 5 1/2 2.5
 15DP-14B-49 1400 14 19.0 3/8 10 8 1/4 210 4 1/2 2.0

General:
Air Inlet: 3/8” NPTF
Minimum Hose Size: 3/8”
Spindle Thread: 1/2”-20
Spindle Offset: Pistol Grip: 31/32”

Standard Equipment:
Operating instructions and service manual
Dead handles on all models except 15DP-14B
3-Jaw Chuck and Key

*Capacity CAUTION NOTE:  .
Pistol Grip 15 Series Drills must be equipped with support handle 
(881580) when used with chucks larger than 3/8” capacity.
†	Theoretical stall torque based on gear reduction. These tools  
are intended for slow speed applications and not high torque 
applications. High maintenance should be expected if tools are 
operated in their upper torque range.

caution:
High reaction torque may be experienced with any drill at break-
through. Caution must be exercised when using any cutting tool 
because of the possibility of the cutting tool bending or breaking. 
Cutting tool maximum speed rating must equal or exceed speed of 
tool. Eye protection must be worn while operating power tools.

Model Number
Speed (rpm) Chuck Capacity* Length Weight

Free Governed in. mm in. mm lbs. kg

0.7 hp (0.5 kW) – Variable Speed
 135DPV-7B-43 600 150 - 550 3/8 10 9 5/8 244 3 5/8 1.6
 135DPV-7B-50 600 150 - 550 1/2 13 9 5/8 244 3 5/8 1.6
 135DPV-14B-50 1250 400 - 1200 1/2 13 9 1/4 235 3 3/8 1.5
 135DPV-14B-51 1250 400 - 1200 3/8 10 9 1/4 235 3 3/8 1.5
 135DPV-28B-51 2600 700 - 2400 3/8 10 8 1/2 216 3 1/8 1.4
General:
Air Inlet: 1/4” NPT
Minimum Hose Size: 1/4” (6mm)
Spindle Offset: 25/32” (20mm)
Tool performance rated at 90 psi (620kPa) air pressure.

Standard Equipment:
Operating instructions and service manual
3-Jaw Chuck and Key

*	Capacity CAUTION NOTE:  .
	 135DPV Drills must be equipped with support handle (861006) if 
	 1/2” (13mm) capacity chuck is specified.
caution:
High reaction torque may be experienced with any drill at 
breakthrough. Caution must be exercised when using any cutting 
tool because of the possibility of the cutting tool bending or breaking. 
Cutting tool maximum speed rating must equal or exceed speed of 
tool. Eye protection must be worn while operating power tools.

General: All tools performance rated @ 90 PSI (620 kPa) air pressure. All tools 
rated at 86 dBA. All models with chuck opening greater than ½” have side 
handle standard.

Model Termination RPM
Weight Length

Air Inlet
Lbs kg In mm

14CHL92-40 3/8”-24 External Threads 3,200 2.37 1.08 5.50 140 3/8”
14CHL92-38 1/4” Jacobs Chuck 3,200 2.63 1.20 6.53 166 3/8”
14CHL92-51 3/8” Jacobs Chuck 3,200 2.83 1.29 7.05 179 3/8”
14CHL92-53 1/2” Jacobs Chuck 3,200 3.79 1.72 7.44 189 3/8”
14CHL98-40 3/8”-24 External Threads 6,000 2.37 1.08 5.50 140 3/8”
14CHL98-38 1/4” Jacobs Chuck 6,000 2.63 1.20 6.53 166 3/8”
14CHL98-51 3/8” Jacobs Chuck 6,000 2.83 1.29 7.05 179 3/8”
14CHL98-53 1/2” Jacobs Chuck 6,000 3.79 1.72 7.44 189 3/8”

Tel: 1 800 563 1293 info@applifast.com applifast.com
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Optional Drill Attachments
For use on Dotco 15LF, 15LS, and 15LN series. Capacity: 1/4” Diameter Drill

These drill attachments can be ordered as a separate accessory item or as part of a complete model. To order as a complete model, use the basic 
model number from the appropriate 15LF, 15LS, or 15LN catalog page and replace the termination number (-32 for example) with the termination 
number of the desired optional attachment (-71 for example) from this page.

Heavy Duty Angle Head
1021620	 -59 500 Series Angle Head with drill chuck, 1/4” capacity
1021620	 -59 NC 500 Series Angle Head, no chuck 3/8”-24 ext. thread

Part No.	 Termination	 Drill Chuck

1021620

WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

1025447

1021289

1025730

1025694

1025409

Part Number Termination Spindle Thread

Compact Angle Head – 700 Series
 1025477 -72 1/4”-28 Internal Thread
 1025476 -73 9/32”-40 Internal Thread
 1025668 -74 5/16”-24 Internal Thread

Mini Angle Head – 600 Series
 1025314 -61 #10-32 Internal Thread
 1025409 -62 1/4”-28 Internal Thread
 1025313 -63 9/32”-40 Internal Thread
 1025328 -64 5/16”-24 Internal Thread

Heavy Duty Angle Head – 500 Series
 1021289 -52 1/4”-28 Internal Thread
 1021292 -53 9/32”-40 Internal Thread
 1021291 -54 5/16”-24 Internal Thread
 1025780 -55 3/8”-24 Internal Thread

45º Angle Head
 1025730 -42 1/4”-28 Internal Thread
 1025731 -43 9/32”-40 Internal Thread
 1025733 -44 5/16”-24 Internal Thread

360º Angle Head
 1025696 -91 #10-32 Internal Thread
 1025694 -92 1/4”-28 Internal Thread

Drill Accessories

Tel: 1 800 563 1293 info@applifast.com applifast.com
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9,000 – 34,000 RPM
0.3 – 1.7 hp (0.22 – 1.27 kW)

■ Patent pending governed design
allows the tool to idle for long life
but provides full power under load

■ Roll valve gives easy, convenient
operation

12-10

12-20

12-25

*Router guides not included.

11-4310-43

12-40

WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

Routers

Tel: 1 800 563 1293 info@applifast.com applifast.com
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49WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

Housing Guide: A=Aluminum, C=Composite, S=Steel
*NOTE: The 11-43 series is the power unit of the 10-43 series.
• Oilless blades

General:
Minimum Hose I.D.–	 12-10 Series: 1/4” (6.4mm)

12-20, 12-25 Series: 5/16” (7.9mm)
12-40,10-43, 11-43 Series: 1/2” (12.7mm)

All tools performance rated @ 90psi (620 kPa) air pressure.

Standard Equipment:
Collet, applicable wrenches

Extra Equipment:
Collets: See page 24 
Overhose (rear exhaust): See page 61
Attachment Guides: See pg. 50

12-10

Model Number Free
Speed Type

Housing

Shank
Diameter
Capacity

Weight Length Air
Inlet
SizeFront Exhaust Side Exhaust Rear Exhaust rpm lbs. kg in. mm

12-10 Series – 0.3 hp (.22 kW)
 12L1001-36RT 34,000 C 1/4” 1.4 0.6 6.7 170 1/4”
 12L1000-36RT 30,000 C 1/4” 1.4 0.6 6.7 170 1/4”

12-20 Series – 0.6 hp (.45 kW)
 12L2000-01RT 12L2080-01RT 25,000 C 1/4” 1.9 0.9 7.5 191 1/4”
 12L2001-01RT• 12L2081-01RT• 20,000 C 1/4” 1.9 0.9 7.5 191 1/4”

12-25 Series – 0.9 hp (.67 kW)
 12L2500-01RT 12L2580-01RT 23,000 C 1/4” 2.6 1.2 7.1 180 1/4”

12L2582-01RT• 18,000 C 1/4” 2.6 1.2 7.1 180 1/4”
12L2580-0124RT 23,000 C 3/8” 2.6 1.2 7.1 180 1/4”
12L2582-0124RT• 18,000 C 3/8” 2.6 1.2 7.1 180 1/4”

12-40 Series – 1.7 hp (1.27 kW)
 12L4018-01• 18,000 C 1/4” 4.2 1.9 11.3 287 1/2”

10-43 Series – 1.7 hp (1.27 kW) – Base Mount
10T4318-62• 18,000 A 3/8” 7.4 3.4 7.1 180 1/2”
 10T4316-62• 16,000 A 3/8” 7.4 3.4 7.1 180 1/2”
10T4309-62• 9,000 A 3/8” 7.4 3.4 7.1 180 1/2”

11-43 Series* – 1.7 hp (1.27 kW) – Mountable Motor Unit
11T4318-62• 18,000 A 3/8” 5.5 2.5 7.1 180 1/2”

Tel: 1 800 563 1293 info@applifast.com applifast.com
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Internal Bowed Retaining Ring

Ball Bearing

WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

Router Assemblies
For use with Dotco 12-10, 12-20 and 12-25 series.

Router Guides
For use on Dotco 12-10, 12-20, 12-20, 
12-25 and 12-40 series.

The minimum router bit length (OAL) to be 
used is determined by the formula:
OAL = 1-13/16”+C+P (series 12-10);
OAL = 2”+C+P (series 12-20 & 12-25). “C” 
is the “C” dimension of the router guide and 
“P” is the desired protrusion of the router bit.

Important: Insert bit into collet as far as 
possible, then pull out 1/16” and tighten collet.

In an emergency, if it is necessary to 
pull out the bit more than 1/4”, be sure to 
insert a short length of blank shank (not to 
exceed 5/8” long) in the bottom of the collet 
before inserting the bit.

14-2180

5/8-18NF

.390” DIA

offset 1/2” (“B” 
dimension minus 
router bit dia.)

Tool Series
Cutter
Shank

Capacity

Part Number

Complete
Attachment

Nose
Housing Bearing Ring Lock Nut Router

Housing

  12-10 1/4” 14-2187 14-2176 14-0508 1098 14-2082 14-1180
  12-20/12-25 1/4” 14-2180 14-2176 14-0508 1098 14-2082 14-2080
  12-20/12-25 3/8” 14-2429 14-2426 14-0533 1068 14-2082 14-2080
  12-12/12-22/12-27 1/4” 7197 14-0508 1098 N/A N/A

For use with Dotco 12-40 series.

Tool Series Cutter Shank
Capacity

Part Number
Nose

Housing Bearing Retaining
Ring

  12-40 1/4” 4272 14-0508 1098
  12-40 3/8” 4263 14-0533 1068

Part
Number

Dimensions (in.)
A B C D

For Router Bits with 1/4” Shanks
14-2703 3/4 3/8 1/2 1/8
14-2400 1 3/8 1/8 1/8
14-2401 1 3/8 1/4 1/8
14-2402 1 3/8 3/8 1/8
14-2406 1 7/16 1/8 1/8
14-2407 1 7/16 1/4 1/8
14-2408 1 7/16 3/8 1/8
14-2411 1 1/2 1/4 1/8
14-2412 1 1/2 1/2 1/8
14-2413 1 1/2 5/8 1/8
14-2414 1 1/2 3/4 1/8
14-2417 1 9/16 1/8 1/8
14-2420 1 5/8 1/8 1/8
14-2421 1 5/8 5/8 1/8
14-2500 1 1/2 3/8 1/8 1/8
14-2501 1 1/2 3/8 1/4 1/8
14-2502 1 1/2 3/8 3/8 1/8
14-2505 1 1/2 7/16 1/8 1/8
14-2506 1 1/2 7/16 1/4 1/8
14-2507 1 1/2 7/16 3/8 1/8
14-2510 1 1/2 1/2 1/4 1/8
14-2511 1 1/2 1/2 3/8 1/8
14-2512 1 1/2 1/2 1/2 1/8
14-2600 2 1/2 1/2 1/2 3/16

Part
Number

Dimensions (in.)
A B C D

For Router Bits with 3/8” Shanks
14-2531 1 1/2 1/2 3/8 1/8
14-2538 1 1/2 1/2 1/2 1/8
14-2539 1 1/2 1/2 5/8 1/8
14-2540 1 1/2 9/16 3/8 1/8
14-2541 1 1/2 9/16 1/2 1/8
14-2542 1 1/2 9/16 5/8 1/8
14-2893 1 1/2 5/8 3/8 1/8
14-2925 1 1/2 5/8 1/2 1/8
14-2544 1 1/2 5/8 5/8 1/8
14-2240 2 1/2 1/2 3/8 1/8
14-2632 2 1/2 1/2 1/2 1/8
14-2633 2 1/2 1/2 5/8 1/8
14-2634 2 1/2 9/16 3/8 1/8
14-2630 2 1/2 9/16 1/2 1/8
14-2635 2 1/2 9/16 5/8 1/8
14-2243 2 1/2 5/8 3/8 1/8
14-2636 2 1/2 5/8 1/2 1/8
14-2631 2 1/2 5/8 5/8 1/8

Router Accessories

Tel: 1 800 563 1293 info@applifast.com applifast.com
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14-1723

14-2577
14-2178

14-4020

WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

Part Number
Dimensions in Inches For Use w/Router

Bits Up To:A B C
14-4019 5/16 3/8 3/16 1/4”
14-4020 3/8 7/16 5/16 5/16”
14-4021 9/16 5/8 3/16 1/2”

Dotco 10-43 Series Router Template Guides

Rivet Trimmer Attachment
For use on Dotco 12-12 series front or rear exhaust collet models.
Trims “pop” or “blind” rivets up to 3/16” diameter, also suitable for shaving small welds. 
Micrometer adjustment controls height of cut to .001”. Runner pads minimize scratching 
of the work surface.

Part No. Diameter Shank Length Description Recommended Use

Trimmer
14-1723

Cutters
14-1732 3/4” 1/4” 1 7/8” Inverted Cone, carbide Steel Rivets
14-1332 1/2” 1/4” 1 7/8” Cylindrical, carbide Shaving welds

Two Handed Router Base
Use with front or rear exhaust collet models.
Two handed control for router applications. 
Easy depth adjustment. 
Can also be used with 10-43 template guides. 
Cutters: 14-2442 (combination flush/bevel 22°)

Part Number Series 

14-1577 Dotco 12-10 Series
14-2577 Dotco 12-20 & 12-25 Series

Laminate Trimmer Attachment
Part Number Series 

14-1178 Dotco 12-10 Series
14-2178 Dotco 12-20 & 12-25 Series

Router Accessories

Tel: 1 800 563 1293 info@applifast.com applifast.com
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52 WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

9,000 – 34,000 RPM
0.3 – 1.7 hp (0.22 – 1.27 kW)

12-12

12-27

12-42

136 Series Band Saw

■	 Variable Speed Control

■	 Adjustable Handle

■	 Lock-off Lever Start

136BS

12-22

Saws

Tel: 1 800 563 1293 info@applifast.com applifast.com
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53WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

Model Number Free
Speed Saw

Blade
Capacity

Maximum
Depth
of Cut*

Weight Length Air
Inlet
SizeFront Exhaust Side Exhaust Rear Exhaust Vacuum rpm lbs. kg in. mm

12-20 Series – 0.6 hp (0.45 kW) – Oscillating – Inline
12L2065-90• 14,000 2 1/2” 9/16” 2.1 1.0 8.9 226 1/4”

12-22 Series – 0.6 hp (0.45 kW) – Oscillating – Right Angle
12L2240-90• 14,000 2 1/2” 9/16” 2.3 1.0 10.9 277 1/4”

12-12 Series - 0.3 hp (0.22 kW)
12S1283-02 20,000 2” 7/16” 1.3 0.6 7.1 180 1/4”

12S1282-02 12,000 2” 7/16” 1.3 0.6 7.1 180 1/4”
12S1288-02 2,400 2” 7/16” 1.6 0.7 8.9 226 1/4”
12S1274-03 (Vac Ready) 20,000 2” 7/16” 2.3 1.0 7.1 180 1/4”
12S1273-03 (Vac Ready) 12,000 2” 7/16” 2.3 1.0 7.1 180 1/4”

12-27 Series - 0.9 hp (0.67 kW)
12S2794-01 4,700 2 1/2” 9/16” 4.6 2.1 13.2 335 1/4”
12S2792-01 940 2 1/2” 9/16” 5.6 2.5 15.0 381 1/4”
12S2794-02 4,700 3 3/8” 1” 5.2 2.4 14.5 368 1/4”
12S2792-02 940 3 3/8” 1” 6.2 2.8 16.2 411 1/4”

 12S2749-01 11,000 3 3/8” 1” 4.8 2.2 11.4 290 1/4”
12S2774-02 (Floor bag) 7,000 3 3/8” 1” 6.5 2.9 14.1 358 1/4”

12-42 Series - 1.7 hp (1.27 kW)
12S4218-01• 8,600 4” 1” 7.9 3.6 15.5 394 1/2”
12S4216-01• 5,800 4” 1” 7.9 3.6 15.5 394 1/2”

12S4225-03• (Vac Adapt) 8,500 4” 1” 9.2 4.2 17.0 432 1/2”
12S4225-02 (Floor bag) 8,500 4” 1” 9.2 4.2 17.0 432 1/2”

*NOTE: Maximum depth of cut is based on maximum saw blade capacity.

General:
Minimum Hose I.D.–	 12-12 Series: 1/4” (6.4mm)

12-20,12-22, 12-25, 12-27 Series: 5/16” (7.9mm)
12-42 Series: 1/2” (12.7mm)

All tools performance rated @ 90psi (620 kPa) air pressure.

Standard Equipment:
Applicable wrenches, oilless blades (•)
12-27 & 12-42 Series: 3/4” Arbor adapter.

Extra Equipment:
Overhose (rear exhaust): See page 61
Blades: See pg. 54

Vacuum conversion kits for standard models see pg. 55
Arbor Adapters (12-7 Models): Order 14-2596 and 14-2597 to adapt to 
3/4” arbor hole saw blades.

Optional Equipment:
12-27 & 12-42 Arbor adapters: May be substituted on request:

1/2” arbor hole – 2 spacers (14-2575)
5/8” arbor hole – bushing (14-2574)
7/8” arbor hole – bushing (14-2576)
1” arbor hole – bushing (14-2572)

General:
Air Inlet: 1/4" NPTF
Minimum Hose Size: 1/4"
Tool performance rated at 90 psi (620kPa) air pressure.

Standard Equipment:
Operating instructions and service manual 
18 teeth/in. blade: 204271

Optional Equipment:
24 teeth/in. blade: 204272

Model
Cutting Capacity Blade Capacity Length Height Width Weight

in. mm in. mm in. mm in. mm in. mm lbs. kg

136 Series Band Saw – .75 hp (.56 kW)
 136BSV-4 4.8 122 44 7/8 x 1/2 x .02 1140 x 12.7 x .5 22.25 565 7.0 178 8.3 211 12.5 5.7

Tel: 1 800 563 1293 info@applifast.com applifast.com
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54 WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

14-1891 14-2928 14-2700

Part Number Diameter Type
Maximum Depth
& Width of Cut

Maximum
rpm

Recommended Use
(Guidelines only)

Saw Blades – 1/4” arbor hole
14-1875 1 1/4” High Speed Steel 22 Teeth 3/32” x 1/16” 12,000 Aluminum, Laminated Plastics, Pressed Board, Wood

14-0930 1 1/4” High Speed Steel 44 Teeth 3/32” x 1/16” 12,000 Aluminum, Laminated Plastics, Pressed Board, Wood

14-1895 1 1/2” High Speed Steel 22 Teeth 7/32” x 1/16” 12,000 Aluminum, Laminated Plastics, Pressed Board, Wood

14-1890 2” High Speed Steel 22 Teeth 7/16” x 1/16” 12,000 Aluminum, Laminated Plastics, Pressed Board, Wood

14-1891 2” High Speed Steel 44 Teeth 7/16” x 1/16” 12,000 Aluminum, Laminated Plastics, Pressed Board, Wood

14-1892 2” High Speed Steel 60 Teeth 7/16” x 1/16” 12,000 Aluminum, Laminated Plastics, Pressed Board, Wood

14-1396* 1 1/2” Carbide Chip 36/80 Grit 7/32” x 3/32” 20,000 Fiberglass, Rubber

14-1395* 2” Carbide Chip 36/80 Grit 7/16” x 3/32” 20,000 Fiberglass, Rubber

14-1398* 1 1/2” Diamond Chip 40/60 Grit 7/32” x 5/64” 20,000 Fiberglass, Rubber

14-1400* 2” Diamond Chip 40/60 Grit 7/16” x 5/64” 20,000 Fiberglass, Rubber, Carbon Fiber

*CAUTION: Use only for sawing non-metallic materials.

Part Number Diameter Type Maximum
Depth of Cut

Use With
Model

Recommended Use Up To
(Guidelines only)

Saw Blades – 7/16” arbor hole
14-2147 2 1/2” High Speed Steel 44 Teeth 9/16” 12S2794-01 1/4” Aluminum, 1/2” Plywood, 1/2” Phenolic
14-2146 2 1/2” High Speed Steel 80 Teeth 9/16” 12S2793-01 16 Gauge Steel
14-2928 3 3/8” High Speed Steel 60 Teeth 15/16” 12S2794-02 1/4” Aluminum, 1/2” Plywood, 1/2” Phenolic
14-2929 3 3/8” High Speed Steel 80 Teeth 15/16” 12S2792-02 20 Gauge Steel, Paneling, Plywood
14-1887 2” High Speed Steel 22 Teeth 7/16” x 1/16” 12S1288-04 Aluminum, Laminated Plastics, Pressed Board, Wood
14-1888 2” High Speed Steel 44 Teeth 7/16” x 1/16” 12S1288-04 Aluminum, Laminated Plastics, Pressed Board, Wood
14-1889 2” High Speed Steel 60 Teeth 7/16” x 1/16” 12S1288-04 Aluminum, Laminated Plastics, Pressed Board, Wood

Part Number Diameter Type Maximum Depth
& Width of Cut

Recommended Use
(Guidelines only)

Saw Blades – 3/4” arbor hole
14-2701* 4” Carbide Chip 36/80 Grit** 1” x 1/8” Fiberglass, Hard Rubber
14-2694* 4” Carbide Chip 36 Grit 1” x 11/64” Hard Rubber
14-2697* 4” Carbide Chip 80 Grit 1” x 1/8” Fiberglass
14-2699* 4” Carbide Tip 20 Teeth 1” x 7/64” Thin Fiberglass, Plastic Laminates to 1/8” thick
14-2700* 4” Carbide Tip 20 Teeth 1” x 7/64” Thicker Fiberglass, Plastic Laminates to 1/2” thick
14-2710 4” Carbide Tip 20 Teeth 1” x 7/64” Thin non-ferrous material (to approx. 1/8” thick)
14-2711 4” Carbide Tip 12 Teeth 1” x 7/64” Thicker non-ferrous material (to approx. 1/2” thick)
14-2690* 4” Diamond Chip 60/80 Grit 1” x 5/64” Fiberglass, Composite, Carbon Fiber

*CAUTION: These carbide chip and tip and diamond blades are not to be used on metallic materials. 
**Slim blade for easy cutting of fiberglass, with minimum dust -36 grit on periphery and 80 grit on the sides.

Saw Accessories
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Dotco 12-42 series
To convert an existing Dotco front exhaust series 12-42 saw to 
Vacuum operation, order any of the conversion kits listed in the 
table. Refer to the Vacuum Ready models listed on page 102 as 
a guideline to selection. NOTE: When converting to vacuum, free 
speed of the tool will be reduced 20%.

	 4131	 Option 1 – Porta Bag
	 4132	 Option 2 – Floor Bag
	 4133	 Option 3 – Vacuum System Adapter

	 Part Number	 Converts front exhaust to this configuration

14-1742

WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

Part Number Diameter Type Maximum Depth
& Width of Cut

Recommended Use
(Guidelines only)

Saw Blades – Dotco oscillating saws with 3/8” arbor hole
 14-1740* 2” Carbide Chip 36/80 Grit 7/16” x 3/32” Fiberglass
 14-1741* 2” Diamond Chip 40/60 Grit 7/16” x 5/64” Fiberglass, Carbon Composites
 14-1742 2 1/2” Stainless Steel 124 Teeth 9/16” x 3/64” Wood, Uncured or Cured Composites, Aluminum, Plastic
 14-1746 2 1/2” Flush Stainless 124 Teeth 9/16” x 3/64” Wood, Uncured or Cured Composites, Aluminum, Plastic
 14-1743 2 1/2” Carbide 120 Teeth 9/16” x 1/16” Cured Graphic Composites
 14-1744 2 1/2” Razor 9/16” x 3/64” Cardboard, Light Plastic
 14-1745 2 1/2” Stainless Steel 120 Teeth 9/16” x 3/64” Confined Space
 14-1747 3” Razor 9/16” x 3/64” Cardboard, Light Plastic

*Use only for sawing non-metallic materials.

Vacuum Conversion Kits
Dotco 12-27 series
To convert an existing Dotco front exhaust series 12-27 saw to 
Vacuum operation, order any of the conversion kits listed in the 
table. Refer to the Vacuum Ready models listed on page 101 as 
a guideline to selection. NOTE: When converting to vacuum, free 
speed of the tool will be reduced 20%.

	 Part Number	 Converts front exhaust to this configuration

	 2704	 Option 1 – Porta Bag
	 2705	 Option 2 – Floor Bag
	 2729	 Option 3 – Vacuum System Adapter

Saw Accessories

Tel: 1 800 563 1293 info@applifast.com applifast.com

tel:18005631293


56 WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

SC Series Triple Scaler
■ Piston Type

sc-3a

F Series Riveters
■ For driving 1/8”-1/4” (3-6mm) rivets
■ Standard beehive retainer
■ Built-in air regulator controls power output
■ Spool valve for precise speed control

F4-PT-RT

CH-30-RD

CH4-30-RD

CH-30, CH4 Series Chipping Hammers
■ Heavy duty for rugged use
■ Ring valve hard hitting hammer
■ Forged steel hammer
■ Heat treated cylinder & piston for reduced wear
■ Replaceable bushing

Model Number
Bore Stroke Blows Per

Minute
Length Weight

in. mm in. mm in. mm in. mm

SC3A Series Triple Scaler
 SC 3A 0.88 22 0.81 21 5200 13.3 338 7.9 3.6

General:
Air Inlet: 3/8” NPT
Minimum Hose Size: 3/8”
Tool performance rated at 90 psi (620kPa) air pressure.

Standard Equipment:
Operating instructions & service manual

Model Number Bore Stroke Blows Per
Minute

For Use With Rivet
Set Shank Dia. Length Weight

Bee Hive Retainer in. mm in. mm in. mm in. mm lbs. kg

F Series Riveters – Round Taper Nose – Pistol Grip
 F4-PT-RT-B 0.56 14 4.0 102 1700 .401 10.2 8.7 222 3.3 1.5

General:
Air Inlet: 1/4” NPTF; 
Minimum Hose Size: 1/4”
Tool performance rated at 90 psi (620kPa) air pressure.

Standard Equipment:
Operating instructions & service manual

Model Number Retainer
Type

Bore Stroke Blows/
Minute

Length* Weight*

Round Nose Hex Nose in. mm in. mm in. mm lbs. kg

CH-30 Series Chipping Hammers – Pistol Grip Handle
 CH-30-RD CH-30-HX Standard 1 1/8 28.5 2 1/2 64 2200 17.7 450 15.0 6.8
 CH-30-RD-QC CH-30-HX-QC Quick Change 1 1/8 28.5 2 1/2 64 2200 17.7 450 15.0 6.8

CH4 Series Chipping Hammers – 4 Bolt Spade Handle
 CH4-30-RD Standard 1 1/8 28.5 2 1/2 64 2000 15.7 398 18.4 8.4
 CH4-30-RD-QC Quick Change 1 1/8 28.5 2 1/2 64 2000 15.7 398 18.4 8.4

*Less chisel

General:
Air Inlet: 3/8” NPT. Minimum Hose Size: 1/2” (12.7mm)
Air Consumption CH-30: 31.5 cfm: CH4: 28.2 cfm
Tool performance rated at 90 psi (620kPa) air pressure.

Standard Equipment:
Operating instructions & service manual

Percussion Tools
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b1-cnb-lt-rd-k

b1-cnb-LT-rd

B1, BR Series Needle Scalers
■	 Built-in Chisel Retainer
■	 Front Exhaust
■	 Lever Start
■	 Needle Type

B1, BR Series Chisel Scalers
■	 Built-in Chisel Retainer
■	 Lever & Push-Pull Start Models
■	 Chisel Type

br-c-lt

b1-c-pt

WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

Model Number
Type

Bore Stroke Blows/
Minute

Length* Weight*
Round Nose in. mm in. mm in. mm lbs. kg

B1 Series Needle Scalers – Lever Start
 B1-CNB-LT-RD Needle 1.0 25 1.1 28 4600 15.0 381 6.3 2.9

B1 Series Needle Scalers – Lever Start Kit**
 B1-CNB-LT-RD-K Needle 1.0 25 1.1 28 4600 15.0 381 6.3 2.9

*	 Length and weight include needles.**Specs are for tool only

General:
Air Inlet: 1/4” NPTF
Minimum Hose Size: 5/16”
Tool performance rated at 90 psi (620kPa) air pressure.
Note: Kit includes tool, whip hose, extra set of needles, two  
	 chisels, extra chisel retainer, retainer parts and metal case.

Standard Equipment:
Operating instructions & service manual

Optional Equipment:
Additional Accessories: Page 60

Model Number Type
Bore Stroke Blows Per

Minute
Length* Weight*

in. mm in. mm in. mm lbs. kg

B1 Series Chisel Scaler – Push-Pull Start
  B1-C-PT Chisel 1.0 25 1.1 28 4600 12.0 305 4.3 2.0

B1 & BR Series Chisel Scalers – Lever Start
  B1-C-LT Square Chisel 1.0 25 1.1 28 4600 10.3 262 4.3 2.0
  BR-C-LT Round Chisel 1.0 25 1.1 28 4200 10.4 264 4.3 2.0

*Length and weight does not include chisel

General:
Air Inlet: 1/4” NPTF
Minimum Hose Size: 5/16”
Tool performance rated at 90 psi (620kPa) air pressure.

Standard Equipment:
Operating instructions & service manual

Optional Equipment:
Additional Accessories: Page 60

Percussion Tools
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58 WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1. Cutting tool maximum speed rating must equal or exceed speed of air tool @ 90psi 
(620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions. Tools must be equipped with lock-off lever to be CE compliant.

Rivet Shavers
■ Non-Reversible

14cn

14cF
Model Number Cutter

Adjustment

Free
Speed Weight Length

Small Handle Large Handle rpm lbs. kg in. mm

14CF Series – Pistol Grip – 0.4 hp (0.30 kW) – with Stabilizer
 14CFS60-95 0.0005 29,000 2.3 1.0 8.2 210

14CF Series – Pistol Grip – 0.4 hp (0.30 kW) – without Stabilizer
 14CFS60-98 0.00025 29,000 2.3 1.0 8.2 210

14CN Series – Pistol Grip – 0.9 hp (0.67 kW) – with Stabilizer
14CNL60-95 0.0005 20,000 4.5* 2.0* 8.9* 226*

0.00025 20,000 4.5* 2.0* 8.9* 226*

*For weight and length of large handle models, add 0.20 lb.(0.1kg)
General:
Air Inlet:	 1/4” NPT - Use 5/16” (7.9mm) I.D. Hose
All tools performance rated @ 90psi (620 kPa) air pressure
Standard Equipment: Stabilizer and choice of skirt
Extra Equipment: Carbide Cutters & Extended Skirts: See table

Shears & Scissors

14cfs93-98

Model Number Attachment Capacity Weight Length
Standard

Shear
Scissor
Shear

Mild Steel
Gauge

Other
Materials*Rear Exhaust lbs. kg in. mm

14CF Series – 0.4 hp (0.30 kW)
 14CFS93-99 14-1550 18 1/16* 2.2 1.0 8.0 200
 14CFS93-98 14-1650 18 1/16* 2.4 1.1 9.8 250

*Non-ferrous metals, plastics, fiberglass, etc.

General:
Air Inlet: 1/4” NPT – Use 5/16” (7.9mm) I.D. 
Hose
All tools performance rated @ 90psi 
(620 kPa) air pressure

Standard Equipment:
Shear attachment and cutter blades

Extra Equipment:
Overhose: See page 61
Replacement cutter blades for 14-1550 
Standard Sheer	 Right: 14-1554 

Left: 14-1553 
Center: 14-1555

Replacement cutter blades for 14-1650 
Scissor Shear	 Blade: 14-1651	

Side Knife: 14-1652

Cutter
Diameter

Inches

Carbide
Cutter

Part Number
Skirts 1” Extended Skirt 4” Extended Skirt 6” Extended Skirt

Std. Wide Adapter Skirt Assembly Adapter Skirt Assembly Adapter Skirt Assembly
 5/16 – 14-4391 14-4401 – – – – – – – – –

 3/8 14-4382 14-4392 14-4402 – – 14-4532 14-4302 14-4312 14-4512 – 14-4372 14-4572

 7/16 14-4383 14-4393 14-4403 14-4323 – 14-4533 14-4303 – 14-4513 14-4363 14-4373 14-4573

 1/2 14-4384 14-4394 14-4404 14-4324 14-4334 14-4534 – – 14-4514 14-4364 14-4374 14-4574

 9/16 14-4385 14-4395 14-4405 – – – – – – – – –

 5/8 14-4386 14-4396 14-4406 – – – 14-4306 14-4316 14-4516 – – –

 3/4 14-4387 14-4397 – – – – – – – – – –

 1 14-4422 14-4410 – – – – – – – – – –

1-1/4 – 14-4412 – – – – – – – – – –

Specialty Tools
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Push Type Grease Gun
Part Number: 45-1982
(Dotco lube sold separately - see above)

Lubricants
Part Number Size Description M.S.D.S. No. 

Oils
 540397 1 qt. plastic Air line oil cpt-153
 533485 1 gal. metal Air line oil cpt-153
 536333 1 gal. metal High film strength cpt-154
45-0918 1 qt. plastic Air line oil (Dotco) cpt-155
45-0919 1 gal metal Air line oil (Dotco) cpt-155
539317 1 qt. plastic Hydraulic oil (Pulse) cpt-157

Greases
 513156 18 oz. can Teflon grease cpt-145
45-0983 2 oz. tube Dotco gear grease CPT-147
45-0980 2 oz. tube Dotco gear lube CPT-148

NOTE: Under normal conditions of use, lubrication products sold separately 
for or used within these tools should not cause an exposure hazard. Refer to 
the Material Safety Data Sheet (M.S.D.S.) for Safety and Disposal information. 
M.S.D.S. sheets shown in the chart are available upon request.

Average dBA Reading of Tools at Free Speed
Dotco Series Tools dBA*

10-04 75 - 78
10-41 77 - 82
10-43 83
10-56 84
10-58 86
10-90 75
10-95 74
11-43 83
12-03 78
12-04 78
12-05 80
12-10 78-83
12-11 86
12-12 77-84
12-13 78-83
12-18 78
12-20 77-85
12-21 77-85
12-22 83
12-23 84
12-25 75-84
12-26 76-82
12-27 76-85

Dotco Series Tools dBA*

12-28 75-85
12-31 79-84
12-40 83
12-41 77-82
12-42 79
12-51 78
12-53 78
12-91 68
14CF 77
15-14 77
15-20 78
15-29 78
15CN 80

15CN (Euro) 74
15CS 78

15CS (Euro) 72
15LF 78
15LN 82
15LS 80
56CN 84
56CS 82
56CT 78
15Z 66-67

Service Tools

“T” Wrenches
  Part Number   Description

 1021202  3/16” Hex socket screws
To remove and replace hex socket screws in tool housings.

Snap Ring Pliers
  Part Number   Description

 1007488  External sizes 25 thru 87

Hex Key Wrenches
  Part Number   Description

 1008860  1/8”
 1006443  3/16”

Open End Wrenches
  Part Number   Description

 1006626  3/`6” & 5/16”
 1011691  7/16”
 1014471  1/2”
 1004958  9/16” & 1-33/64” Hex Box
 1014472  11/16”
 1010911  7/8”
 1016694 1-1/8”

  Part Number   Description

 1008702  External sizes 37 thru 93

General Accessories
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0.100	. 0039

0.200	. 0079

0.300	. 0118

0.397	. 0156	 1/64
0.400	. 0157

0.500	. 0197

0.600	. 0236

0.700	. 0276

0.794	. 0313	 1/32
0.800	. 0315

0.900	. 0354

1.000	. 0394

1.100	. 0433

1.191	. 0469	 3/64
1.200	. 0472

1.300	. 0512

1.400	. 0551

1.500	. 0591

1.588	. 0625	 1/16
1.600	. 0630

1.700	. 0669

1.800	. 0709

1.900	. 0748

1.984	. 0781	 5/64
2.000	. 0878

2.100	. 0827

2.200	. 0866

2.300	. 0906

2.381	. 0938	 3/32
2.400	. 0945

2.500	. 0984

2.600	. 1024

2.700	. 1063

2.778	. 1094	 7/64
2.800	. 1102

2.900	. 1142

3.000	. 1181

3.100	. 1220

3.175	. 1250	 1/8
3.200	. 1260

3.300	. 1299

3.400	. 1339

3.500	. 1378

3.572	. 1406	 9/64
3.600	. 1417

3.700	. 1457

3.800	. 1496

3.900	. 1535

3.969	. 1563	 5/32
4.000	. 1575

4.100	. 1624

4.200	. 1654

4.300	. 1693

4.366	. 1719	 11/64
4.400	. 732

4.500	. 1772

4.600	. 1811

4.700	. 1850

4.763	. 1875	 3/16
4.800	. 1890

4.900	. 1929

5.000	. 1969

5.100	. 2008

5.159	. 2031	 13/64
5.200	. 2047

5.300	. 2087

5.400	. 2126

5.500	. 2165

5.556	. 2188	 7/32
5.600	. 2205

5.700	. 2244

5.800	. 2283

5.900	. 2323

5.953	. 2344	 15/64
6.000	. 2362

6.100	. 2402

6.200	. 2441

6.300	. 2480

6.350	. 2500	 1/4
6.400	. 2520

6.500	. 2559

6.600	. 2598

6.700	. 2638

6.747	. 2656	 17/64
6.800	. 2677

6.900	. 2717

7.000	. 2756

7.100	. 2795

7.144	. 2813	 9/32
7.200	. 2835

7.300	. 2874

7.400	. 2913

7.500	. 2953

7.541	. 2969	 19/64
7.600	. 2992

7.700	. 3031

7.800	. 3071

7.900	. 3110

7.938	. 3125	 5/16
8.000	. 3150

8.100	. 3189

8.200	. 3228

8.300	. 3268

8.334	. 3281	 21/64
8.400	. 3307

8.500	. 3346

8.600	. 3386

8.700	. 3425

8.731	. 3438	 11/32
8.800	. 3465

8.900	. 3504

9.000	. 3543

9.100	. 3583

9.128	. 3594	 23/64
9.200	. 3622

9.300	. 3661

9.400	. 3701

9.500	. 3740

9.525	. 3750	 3/8 .
9.600	. 3780

9.700	. 3819

9.800	. 3858

9.900	. 3898

9.922	. 3902	 25/64
10.000	. 3937

10.100	. 3976

10.200	. 4016

10.300	. 4055

10.319	. 4063	 13/32
10.400	. 4094

10.500	. 4134

10.600	. 4173

10.700	. 4219

10.716	. 4219	 27/64
10.800	. 4252

10.900	. 4291

11.000	. 4331

11.100	. 4370

11.113	. 4375	 7/16
11.200	. 4409

11.300	. 4449

11.400	. 4488

11.500	. 4528

11.509	. 4531	 29/64
11.600	. 4567

11.700	. 4606

11.800	. 4646

11.900	. 4685

11.906	. 4688	 15/32
12.000	. 4724

12.100	. 4764

12.200	. 4803

12.300	. 4843

12.303	. 4844	 31/64
12.400	. 4882

12.500	. 4921

12.600	. 4961

12.700	. 5000	 1/2
12.800	. 5039

12.900	. 5079

13.000	. 5118

13.097	. 5156	 33/64
13.100	. 5157

13.200	. 5197

13.300	. 5236

13.400	. 5276

13.494	. 5313	 17/32
13.500	. 5315

13.600	. 5354

13.700	. 5394

13.800	. 5433

13.891	. 5469	 35/64
13.900	. 5472

14.000	. 5512

14.100	. 5551

14.200	. 5591

14.288	. 5625	 9/16
14.300	. 5630

14.400	. 5669

14.500	. 5709

14.600	. 5748

14.684	. 5781	 37/64
14.700	. 5787

14.800	. 5827

14.900	. 5866

15.000	. 5906

15.081	. 5938	 19/32
15.100	. 5945

15.200	. 5984

15.300	. 6024

15.400	. 6063

15.478	. 6094	 39/64
15.500	. 6102

15.600	. 6142

15.700	. 6181

15.800	. 6220

15.875	. 6250	 5/8
15.900	. 6250

16.000	. 6299

16.100	. 6339

16.200	. 6378

16.272	. 6406	 41/64
16.300	. 6417

16.400	. 6457

16.500	. 6496

16.600	. 6535

16.669	. 6563	 21/32
16.700	. 6575

16.800	. 6614

16.900	. 6654

17.000	. 6693

17.066	. 6719	 43/64
17.100	. 6732

17.200	. 6772

17.300	. 6811

17.400	. 6850

17.463	. 6875	 11/16
17.500	. 6890

17.600	. 6929

17.700	. 6968

17.800	. 7008

17.859	. 7031	 45/64
17.900	. 7047

18.000	. 7087

18.100	. 7126

18.200	. 7165

18.256	. 7188	 23/32
18.300	. 7205

18.400	. 7244

18.500	. 7283

18.600	. 7323

18.653	. 7344	 47/64
18.700	. 7362

18.800	. 7402

18.900	. 7441

19.000	. 7480

19.050	. 7500	 3/4
19.100	. 7520

19.200	. 7559

19.300	. 7598

19.400	. 7638

19.447	. 7656	 49/64
19.500	. 7677

19.600	. 7717

19.700	. 7756

19.800	. 7795

19.844	. 7813	 25/32
19.900	. 7835

20.000	. 7874

20.100	. 7913

20.200	. 7953

20.241	. 7969	 51/64

20.300	. 7992

20.400	. 8031

20.500	. 8071

20.600	. 8110

20.638	. 8125	 13/16
20.700	. 8150

20.800	. 8189

20.900	. 8228

21.000	. 8268

21.034	. 8182	 53/64
21.100	. 8307

21.200	. 8307

21.200	. 8346

21.300	. 8386

21.400	. 8425

21.431	. 8438	 27/32
21.500	. 8465

21.600	. 8504

21.700	. 8543

21.800	. 8583

21.828	. 8594	 55/94
21.900	. 8622

22.000	. 8661

22.100	. 8701

22.200	. 8740

22.225	. 8750	 7/8
22.300	. 8780

22.400	. 8819

22.500	. 8858

22.600	. 8898

22.622	. 8906	 57/64
22.700	. 8937

22.800	. 8976

22.900	. 9016

23.000	. 9055

23.019	. 9063	 29/32
23.100	. 9094

23.200	. 9134

23.300	. 9173

23.400	. 9213

23.416	. 9219	 59/64
23.500	. 9252

23.600	. 9291

23.700	. 9331

23.800	. 9370

23.900	. 9409

24.000	. 9449

24.100	. 9488

24.200	. 9528

24.209	. 9531	 61/64
24.300	. 9567

24.400	. 9606

24.500	. 9646

24.600	. 9685

24.606	. 9688	 31/32
24.700	. 9724

24.800	. 9764

24.900	. 9803

25.000	. 9843

25.003	. 9844	 63/64
25.100	. 9882

25.200	. 9921

25.300	. 9961

25.400	 1.000	 1

mm	 Dec.	 in. mm	 Dec.	 in. mm	 Dec.	 in. mm	 Dec.	 in. mm	 Dec.	 in.m

Conversion Tables
Millimeter – Decimal – Fraction
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Torque Conversion factors

To Convert	 Into	 Multiply By

Inch Pounds	 Foot Pounds	 0.0835
Inch Pounds	 Newton meters	 0.1130
Inch Pounds	 Kg-meters	 0.0115
Inch Pounds	 Kg-Cm	 1.1519

Foot Pounds	 Inch Pounds	 12.000
Foot Pounds	 Newton meters	 1.3560
Foot Pounds	 Kg-meters	 0.1382
Foot Pounds	 Kg-Cm	 13.8240

Newton Meters	 Inch Pounds	 8.8440
Newton Meters	 Foot Pounds	 0.7370
Newton Meters	 Kg-meters	 0.1020
Newton Meters	 Kg-Cm	 10.2000

Kg meters	 Inch Pounds	 86.8100
Kg meters	 Foot Pounds	 7.2340
Kg meters	 Newton-meters	 9.8040

Kg Cm	 Inch Pounds	 0.8681
Kg Cm	 Foot Pounds	 0.0723
Kg Cm	 Newton-meters	 0.0980

Miscellaneous Conversion Factors

To Convert	 Into	 Multiply By

Inches	 Millimeters	 25.4000
Millimeters	 Inches	 0.0394

Pounds	 Kilograms	 0.4536
Kilograms	 Pounds	 2.2050

psi	 bar	 0.069
bar	 psi	 14.5

Torque Conversion – In. Lbs. (Nm)

In.	 Nm	 In.	 Nm	 In.	 Nm

5	 0.6	 50	 5.7	 140	 15.8
10	 1.1	 60	 6.8	 150	 17.0
15	 1.7	 70	 7.9	 160	 18.1
20	 2.3	 80	 9.0	 170	 19.2
25	 2.8	 90	 10.2	 180	 20.3
30	 3.4	 100	 11.3	 190	 21.5
35	 4.0	 110	 12.4	 200	 22.6
40	 4.5	 120	 13.6
45	 5.1	 130	 14.7

Torque Conversion – Ft. Lbs. (Nm)

Ft. Lbs.	 Nm	 Ft. Lbs.	 Nm	 Ft. Lbs.	 Nm

1	 1.36	 43	 58.3	 85	 115.3
2	 2.7	 44	 60.0	 86	 117.0
3	 4.1	 45	 61.0	 87	 118.0
4	 5.4	 46	 62.4	 88	 119.3
5	 6.8	 47	 63.7	 89	 121.0
6	 8.1	 48	 65.1	 90	 122.0
7	 9.5	 49	 66.4	 91	 123.4
8	 10.9	 50	 67.8	 92	 125.0
9	 12.2	 51	 69.2	 93	 126.1
10	 13.6	 52	 70.5	 94	 127.5
11	 14.9	 53	 71.9	 95	 129.0
12	 16.3	 54	 73.2	 96	 130.2
13	 17.6	 55	 74.6	 97	 131.5
14	 19.0	 56	 75.9	 98	 133.0
15	 20.3	 57	 77.3	 99	 134.2
16	 21.7	 58	 78.7	 100	 135.6
17	 23.1	 59	 80.0	 110	 149.2
18	 24.4	 60	 81.4	 115	 156.0
19	 25.8	 61	 82.7	 120	 163.0
20	 27.1	 62	 84.1	 125	 170.0
21	 28.5	 63	 85.4	 130	 176.3
22	 29.8	 64	 86.8	 135	 183.1
23	 31.2	 65	 88.1	 140	 190.0
24	 32.5	 66	 90.0	 145	 197.0
25	 33.9	 67	 90.9	 150	 203.4
26	 35.3	 68	 92.2	 155	 210.2
27	 36.6	 69	 93.6	 160	 217.0
28	 38.0	 70	 94.9	 165	 224.0
29	 39.3	 71	 96.3	 170	 231.0
30	 40.7	 72	 97.6	 175	 237.3
31	 42.0	 73	 99.0	 180	 244.1
32	 43.4	 74	 100.3	 185	 251.0
33	 44.8	 75	 102.0	 190	 258.0
34	 46.1	 76	 103.1	 195	 264.4
35	 47.5	 77	 104.4	 200	 271.2
36	 48.8	 78	 105.8	 225	 305.1
37	 50.2	 79	 107.1	 250	 339.0
38	 52.0	 80	 108.5	 275	 373.0
39	 52.9	 81	 110.0	 300	 407.0
40	 54.2	 82	 111.2	 350	 475.0
41	 55.6	 83	 112.6	 400	 542.4
42	 57.0	 84	 114.0

Air Pressure Conversion

PSI	 kPa*	 Bar**

85	 586	 5.9
90	 620	 6.2
95	 655	 6.6
100	 690	 6.9
125	 860	 8.6

*	 Preferred: Approximate to the nearest 5 kPa.
**	 Approximate to the nearest 0.5 Bar.

Conversion Tables
Torque – Air Pressure – Miscellaneous
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Notes
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